
MODEL Current Rating

NF-10       10amps
NF-30       30amps

MODEL NF-10 - NF-30MODEL NF-10 - NF-30
Deluxe Power Lead FilterDeluxe Power Lead Filter

Red-12V Power Source

Black-Chassis Ground

Blue-Power Lead to component

(optional - ground for elimination of 
certain types of noise.).

The Pacific Accessory Corporation NF-10 and NF-30 are passive, power lead filters. The NF line of noise 
filters can be used to reduce or eliminate alternator whine, and “pops” & “clicks” from installation of small 
amplifiers, radios, equalizer, CBs, etc. To install the filter, interrupt the power wire to your component and 
connect the red lead to the power (source) and connect the blue lead to the component side. If needed, ground 
the black lead to the chassis of the vehicle or the same location the component is grounded.

NF-30

MODEL Current Rating

NF-10       10amps
NF-30       30amps

MODEL NF-10 - NF-30MODEL NF-10 - NF-30
Deluxe Power Lead FilterDeluxe Power Lead Filter

Red-12V Power Source

Black-Chassis Ground

Blue-Power Lead to component

(optional - ground for elimination of 
certain types of noise.).

The Pacific Accessory Corporation NF-10 and NF-30 are passive, power lead filters. The NF line of noise filters 
can be used to reduce or eliminate alternator whine, and “pops” & “clicks” from installation of small amplifiers, 
radios, equalizer, CBs, etc. To install the filter, interrupt the power wire to your component and connect the red 
lead to the power (source) and connect the blue lead to the component side. If needed, ground the black lead to 
the chassis of the vehicle or the same location the component is grounded.

NF-30

Pacific Accessory Corporation
1340 Ritchey St.
Santa Ana, CA 92705
techsupport@pac-audio.com
www.pacaudio.com • Ph: 866-931-8021
© 2009 Pacific Accessory Corporation

https://www.carid.com/stereo-installation.html
https://www.carid.com/pac-audio/

